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MULTIPORT CARDS

4-port serial cards on PCI bus

ADVANTAGES

APPLICATIONS

• Remote access servers (RAS), modem sharing

(Internet, fax servers, serial peripheral connection)

CONNECTION

• DB62 to 4 DB9

High performances : Very low CPU load.

Processor specialised for the management of the PCI

bus and 4 high speed communication ports

Very high integration : Ultra compact card

Easy to install and economical : complete

configuration by software within a minimum time

owing to the ergonomics of the configurer.

APM compatible : Advanced Power Management

(power conservation management)

TECHNICAL SPECIFICATIONS

Bus : PCI 32 bits

Number of ports : 4

Installation : Plug&Play

Interface : RS232

Available signals : TX, RX, CTS, RTS, DTR, DSR, DCD

Connection : DB62 to 4 DB9

Protections against overvoltage : integrated on the

RS232 lines

Transmission rate : 75 to 230 Kbauds

Interrupts : shared

FIFO depth per channel : 256 bytes

Configuration : complete configuration by software

8-port serial card on PCI bus

4-port serial cards supplied on the PCI bus

MSDOS, Windows 95/98/Me, Windows NT4, Windows

XP/2000/2003, Vista, LINUX (kernel 2.0.x & kernel

2.2.x),OS/2 WARP, PROLOGUE TwinServer 2.2

OPERATING SYSTEMS

FITWIN PCI

FITWIN PCI
APPLICATIONS

• Remote access servers (RAS), modem sharing

(Internet, fax servers, connection to serial peripherals)

CONNECTION

• DB62 to 8 DB9

ADVANTAGES

High performances : Very low CPU load.

Processors specialised for the management of the

PCI bus and 8 high speed communication ports

Very high integration : Ultra compact card

Easy to install and economical : Complete

configuration by software within a minimum time

owing to ergonomics of the configurer

APM compatible : Advanced Power Management

(power conservation management)

TECHNICAL SPECIFICATIONS

Bus : PCI 32 bits

Number of ports : 8

Installation : Plug&Play

Interface : RS232

Available signals : TX, RX, CTS, RTS, DTR, DSR, DCD

Connection : DB62 to 8 DB9

Protection against overvoltage : Integrated on RS232

lines

Transmission rate : 75 to 230 Kbauds

Interrupts : Shared

FIFO depth per channel : 256 bytes

Configuration : Complete configuration by software

OPERATING SYSTEMS

APPLICATIONS

• Dedicated to "Sales Point Terminal" applications to

connect the peripherals such as bar code readers,

ticket printers, credit card readers, displays, etc.

CONNECTION

• DB37 TO 4 DB9 FEMALE

ADVANTAGES

Direct supply to connected peripherals : Avoids

external supplies and reduces wiring.

High performance : Very low CPU load.

Processor specialised for the management of the PCI

bus and 4 high-speed communication ports

Very high integration : Ultra compact card

Easy to install and economical : Complete

configuration by software within a minimum time

owing to ergonomics of the configurer

FITWIN PCI
TECHNICAL SPECIFICATIONS

Bus : PCI 32 bits

Number of ports : 4

Interface : RS232

Installation : Plug&Play

Available signals : TX, RX, CTS, RTS, DTR, DSR

Power supply of peripherals : +5v/400mA per port

and +12v/750mA/port

Power supply protection : Resettable fuse system

Connection : DB37 to 4 D9

Protections against overvoltage : Integrated on the

RS232 lines

Transmission rate : 75 to 230 Kbauds

Interrupts : Shared

FIFO depth per channel : 256 bytes

Configuration : Complete configuration by software

MSDOS, Windows NT4, Windows XP/2000/2003, Vista,

LINUX (kernel 2.0.x & kernel 2.2.x), OS/2 WARP

OPERATING SYSTEMS

MSDOS, Windows 95/98/Me, Windows NT4, Windows

XP/2000/2003, Vista, LINUX (kernel 2.0.x & kernel

2.2.x),OS/2 WARP, PROLOGUE TwinServer 2.2
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